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ENGLISH-ABST: 

An endless belt particularly adapted for use in high speed power transmission, commonly 
termed a fan belt, which is particularly adapted to be readily formed on site to any desired 
length and methods and apparatus for forming the belt. The belt is comprised of an outer 
length of flexible tear-resistant material having abutting ends so as to form a closed loop and 
defining an endless channel extending longitudinally therethrough. An inelastic ribbon of 
flexible tear- resistant material is disposed within the channel and extends about the loop 
defined by the outer length of material such that the ribbon extends across the abutting ends 
of the outer length of material and the ends of the reinforcing ribbon are in an abutting 
relationship within the channel at a location substantially diametrically opposed across the 
formed loop from the abutting ends of the outer length of material. An adhesive is disposed 
within the channel about the reinforcing ribbon securing the ribbon to the outer length of 
material so as to maintain the outer length of material in a closed loop configuration of 
predetermined size. 
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An endless belt particularly adapted for use in high speed power 
transmission, coitimonly termed a fan belt, which is particularly adapted 
to be readily formed on site to any desired length and methods and 
apparatus for forming the belt. The belt is comprised of an outer length 
of flexible tear-resistant material having abutting ends so as to form 
a closed loop and defining an endless channel extending longitudinally 
therethrough. An inelastic ribbon of flexible tear-resistant material is 
disposed within the channel and extends about the loop defined by the 
outer length of material such that the ribbon extends across the 
abutting ends of the outer length of material and the ends of the 
reinforcing ribbon are in an abutting relationship within the channel at 
a location substantially diametrically opposed across the formed loop 
from the abutting ends of the outer length of material. An adhesive is 
disposed within the channel about the reinforcing ribbon securing the 
ribbon to the outer length of material so as to maintain the outer 
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